
CHEVROLET / GM        

Model Specific Model/Type Date of Manufacture Information R134a (grams) 

+/- 

grams ISO +/- 10ml 

Aveo/Kalos (T200/T250/T300)   05.05- Delphi Harrison V5 comp. 520 (RHD 600) 20 PAG150 200 

Aveo/Kalos (T200/T250/T300)   05.05- Delphi Harrison SP10 comp. 520 (RHD 600) 20 PAG100 150 

Captiva (C100/C140) Petrol 06.06- LHD 660 20 PAG100 150 

Captiva (C100/C140) Diesel 10.06- LHD 520 20 PAG100 150 

Cruze (J300)   05.09- => Opel Astra J (AT) 650 20 PAG46 120-150 

Epica (KL1)   01.05-2011   800 (RHD 860) 20 PAG150 220 

Evanda   03.05-   730 20 PAG150 265 

HHR   01.06-   410 25 PAG46 120 

Lacetti/Nubira   01.05-11.10   640 (RHD 680) 20 PAG150 220 

Matiz   03.05-03.10   330 (RHD 380) 20 PAG46 110 

Orlando   12.10-   650 20 PAG46 120-150 

Spark   05.05-   330 (RHD 380) 20 PAG46 110 

Spark (M300)   03.10-   450 25 PAG46 100 

Tacuma/Rezzo   03.05-   700 20 PAG46 220 

Volt   04.11- => Opel Ampera 950 25 See manual See manual 

Viscosity of PAG (PolyAlkylenGlycol) oil: 

PAG46 = Low 

PAG100 = Medium 

PAG150 = High 

R134a Air Conditioning Filling Chart 
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